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K:\data\BCS\Proj_2016\E0559200_SHULMAN INDUSTRIAL PARK -

" E / v ) CURRENT ZONING: PD Ny TEXAS COMMERCIAL
s/ A (PLANNED DEVELOPMENT) e SUBDIVISION SITE SPECIFIC NOTES:
S oo S F KEY NOTES
A | o : 20' CITY OF COLLEGE STATION LOT 1, BLOCK 1 1. PROJECT IDENTIFICATION: <
LONESTAR GAS COMPANY e s ) VOL. 8038, PG. 117 SITE
25' WIDE EASEMENT i X Vg WATER WELL EASEMENT PLATTED PROJECT NAME: SHULMAN INDUSTRIAL PARK
VOL. 327, PG. 549 TR VOL. 8038, PG. 117 o LOCATION: EAST SIDE OF FM 2818 AND APPROXIMATELY 1800 FEET NORTH OF HIGHWAY 21
. . F T [ 4 °n
L a__ ] ! PLATTED rd ! EXISTING CHAIN LINK FENCE TO BE REMOVED. SITE ADDRESS: 1812 N. HARVEY MITCHELL PARKWAY, BRYAN, TEXAS 3 w
L= == T I T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T A T T T T T T T T T e e e T T T T e = —- o m’EY - 3
PROPOSED FUTURE o [ 7Y . .
v ' v E 15 P.U.E TO BE R nasm WATER WELL EASEMENT 1B INSTALL 6’ HIGH SECURITY FENCING. FENCING TO BE APPROVED BY OWNER PRIOR TO INSTALLATION. 2. OWNIEE?( ?‘Y: s ga%g:lim: ¢/0 MR ; g
bt ] Pt o ™, H RAFEI . SHANAA 5
4 | ] ! DEDICATED BY SEPARATE 5 VOL. 8038, PG. 117 1c INSTALL MANUALLY OPERATED SECURITY GATE. AND SUZANNE M. CHAMSEDDINE JERRY SHULMAN
P 1 P ! |INSTRUMENT DURING FUTURE -L v PLATTED 603 FRONTIER TRAIL 6102 PINTO RUN
e - - - - - INSTALL STANDARD 6" COMBINED SPILL CURB POURED MONOLITHICALLY WITH PAVEMENT. SEE B/CS STANDARD HARKER HEIGHTS, TX 76548-5619 COLLEGE STATION, TX 77845
I » : et PHASE OF DEVELOPMENT \ S 2 DETAIL ST1-04.
ka % i 4 H pal o K y
, @ 7 i % =Y 7 3 INSTALL STANDARD FLUSH RIBBON CURB POURED MONOLITHICALLY WITH PAVEMENT. n
I ] - 'l . 3. TOTAL SITE AREA: 34.19 ACRES ok«
/ i ' “~ » C.EW. X . .
A | :,/{’r = = O = = 4 INSTALL 6 CONCRETE PAVEMENT, #4 BARS @ 12" 0.CEW TOTAL DEVELOPED AREA: APPROXIMATELY 1.21 ACRES (MAIN STRUCTURES, AND PARKING AREAS) < "
AR /*@ | o 7 INSTALL 5' WIDE, 4" CONCRETE SIDEWALK, #3 BARS © 12" O.C.E.W. SIDEWALK TO BE ADA COMPLIANT (2% OR 4. CURRENT USE: VACANT ZhH
s ' / L 5 LESS CROSS SLOPE). S ’ = RN A
2 3 | 7 v . - ND o NN
; ) | | L s INSTALL & CONCRETE WHEEL STOP (FACE OF WHEEL STOP TO BE 2' FROM END OF STALL). 5. PROPOSED USE & IMPROVEMENTS: TWO (2) ~ 11,900 SQUARE FOOT WAREHOUSE AND COMMERCIAL BUILDINGS TO INCLUDE PARKING, DRIVE AISLES, 20 v
‘ | Twmw 4 - UTILITIES AND LANDSCAPING. -8 w 2 NN
4 7 - -
! g i e 7 PROVIDE 20 LF OF 4" WIDE PARKING STRIPE (TYPICAL AT ALL SPACES). 6. A PORTION OF THE SUBJECT TRACT LIES WITHIN THE 100 YEAR FLOODPLAIN ACCORDING TO THE F.EM.A. FLOOD INSURANCE RATE MAP FOR BRAZOS zO0 ,;~9% s
; : & - COUNTY, TEXAS AND INCORPORATED AREAS. COMMUNITY NO. 480082, PANEL NO. 0195E, MAP NO. 48041CO195E. MAP REVISED TO REFLECT LOMR EFFECTVE O © ©
! o . PROVIDE HANDICAP PARKING SPACE (VAN ACCESSIBLE WITH UNIVERSAL HANDICAP SYMBOL PAINTED IN SPACE) PER JULY 7. 2014, WS>0s ez
\ g 7 8 ADA/TAS REQUIREMENTS. f<goog
™ / 7. ALL PUBLIC AND PRIVATE UTILITY LINES & SERVICE LINES INCLUDING WATERLINES, SANITARY SEWER LINES, ELECTRIC LINES, TV/CABLE, COMMUNICATIONS N T P
S / 9 INSTALL POLE MOUNTED HANDICAP SIGN. LABEL WITH VAN ACCESSIBLE AS APPLICABLE. LINES, etc. SHALL BE UNDERGROUND INSTALLATIONS AND INSTALLED TO THE STANDARDS AND SPECIFICATIONS OF THE APPLICABLE GOVERNING AGENCY. yp II-_I_J o o lz
AN / 10 INSTALL ADA COMPLIANT RAMP WITH LEVEL LANDING. 8. IRRIGATION SYSTEM TO BE DESIGNED & INSTALLED BY OTHERS. 5 % X _ 00 E
4 . L Lu 2,
\ F|N|SP§§|§OFS|_E(:)%R1 ESJEC\)/I;\;;IOBNUILDIBS1 5 11 NOT USED 9. TOTAL BUILDING AREA : 23800 SQ.FT. (GROSS) (2 BUILDINGS © 11,900 SF EACH). A Z ; i [
. 11900 SQUARE FEEF . 12 INSTALL ADA VAN ACCESSIBLE LOADING ZONE STRIPING PER ADA/TAS REQUIREMENTS. 10. ALL DISTURBED EARTH MUST BE 100X COVERED WITH ESTABLISHED GRASS OR GROUND COVER PRIOR TO CERTIFICATE OF OCCUPANCY. = % '-Il_J E 8
s 951 PROVIDE FIRE LANE DESIGNATION — 8" WIDE FIRE LANE STRIP PAINTED RED WITH WORDING "FIRE LANE — NO 11. ALL BACK FLOW DEVICES MUST BE INSTALLED AND TESTED UPON INSTALLATION AS PER APPLICABLE CITY ORDINANCE. Z35 - o
13 RN Ay CANAY ZONE” IN 47 WHITE LETTERS. PHRASES MAY NOT BE SPACED MORE THAN 15" APART. PAINT 12. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR COORDINATING INSTALLATION OF ALL FRANCHISE & PRIVATE UTILIIES WITH EARTHWORK & PAVEMENT 0c°
i : CONSTRUCTION. GENERAL CONTRACTOR IS RESPONSIBLE FOR FURNISHING & INSTALLING ANY NECESSARY UTILITY CONDUIT PRIOR TO SUBGRADE PREPARATION & ST
' 14 INSTALL 12' WIDE x 12' DEEP DUMPSTER PAD. 6" CONCRETE PAVEMENT WITH #5 BARS © 12" O.C.EW. (SEE PAVING OPERATION. GENERAL CONTRACTOR IS RESPONSIBLE FOR DETERMINATION OF UTILITY INSTALLATION ORDER. ag™
' )
: DETAIL SHEET). INSTALL &' HIGH SCREENING PER B/CS GUIDLEINES 13. ALL ROOF AND GROUND MOUNTED MECHANICAL EQUIPMENT SHALL BE SCREENED FROM VIEW FROM ANY PUBLIC RIGHT—OF-WAY OR RESIDENTAL DISTRICT
’ ; 15 CONCRETE WASHOUT AREA. WITHIN 150' OF THE SUBJECT LOT. SUCH SCREENING SHALL BE COORDINATED WITH BUILDING ARCHITECTURE. z
CITY OF BRYAN ~& " @ 16 NOT USED. 14. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE CONTAINMENT AND PROPER DISPOSAL OF ALL LIQUID AND SOLID WASTE ASSOCIATED WITH THIS 8;
VARIABLE WIDTH SANITARY “‘\“’*Ww%“«f‘}: . PROJECT. THE CONTRACTOR SHALL USE ALL MEANS NECESSARY TO PREVENT THE OCCURRENCE OF WIND BLOWN LITTER FROM THE PROJECT SITE. W
] [
SEWER EASEMENT (0.78 ACRE) N e 17 NOT USED. 15. DEMOLITION / CONSTRUCTION WASTE: SITE IS REQUIRED TO PROVIDE CONTAINMENT FOR WASTE PRIOR TO AND DURING DEMOLITION / CONSTRUCTION. <»
TRACT ONE . g SOLID WASTE ROLL OFF BOXES AND/OR METAL DUMPSTERS SHALL BE PROVIDED BY CONTRACTOR WHEN NECESSARY. ~
. e ~ [0)
VoL. Z§9;1 PG. 131 i DRAINAGE 16. PARKING: THERE ARE 38 REGULAR PARKING SPACES AND 2 HANDICAP SPACES — 40 TOTAL SPACES. THERE IWLL BE NO MORE THAN TWO (2) EMPLOYEES ow
P e ) WORKING AT ANY GIVEN TIME DURING THE WORK DAY, THEREFORE ONLY THREE (3) SPACES WILL BE CONSTRUCTED AT THIS TIME. THE THREE SPACES WILL -
P 4 ;I 18 EXISTING DETENTION POND (TEXAS COMMERCIAL WASTE SITE). CONSIST OF TWO (2) REGULAR SPACES AND ONE (1) ACCESSIBLE SPACE. 06‘
a 7 » e
i %o ; 18 EXISTING 18" CORRUGATED METAL PIPE WITH CONCRETE OVERFLOW SPILLWAY DETENTION OUTFALL. 17. ALL ELECTRIC & COMMUNICATIONS CONDUIT TO BE INSTALLED W/ PULL STRING AND END CAPS, WITH ENDS EXTENDING 2 BEYOND PAVEMENT. MARK ENDS z?2
P = \ / OF CONDUIT WITH PVC EXTENDING 3' ABOVE GROUND AS FOLLOWS: ELECTRIC—4" PAINTED RED; VERIZON/COMMUNICATIONS—3" PAINTED ORANGE; IRRIGATION—3 <
e w1 4 - PROPOSED 32' WIDE ! 20 PROPOSED DRAINAGE CHANNEL PAINTED BROWN; WATER—4" PAINTED BLUE. =zZ
-~ = || PRIVATE DRAINAGE EASEMENT : N
F 70O BE DEDICATED BY % 21 INSTALL APPROXIMATELY 320 SF OF ROCK RIPRAP. ROCK RIP RAP SHALL BE 6” TO 12° DIAMETER PLACED TO A 18. ITEMS CALLED AS "PROPOSED", "PROVIDE" OR “INSTALL” ARE TO BE FURNISHED AND INSTALLED BY THE CONTRACTOR INCLUSVE OF ANY MATERIALS, o
SEPARATE INSTRUMENT | MINIMUM DEPTH OF 12", UNLESS OTHERWISE NOTED. LABOR, EQUIPMENT, AND OTHER REQUIREMENTS FOR A COMPLETE AND FUNCTIONING SITE ELEMENT. ALL ITEMS NECESSARY FOR PROPER COMPLETION OF THE @
AsA § 22 NSTALL APPROXIVATELY 960 SF OF ROGK RIPRAP. ROCK RIP RAP SHALL BE 6 T0 12" DIAMETER PLAGED T0 A WORK'NOT SPECIFICALLY CALLED FOR OR SPECIFIED ON THE PLANS ARE THE RESPONSIBILITY OF THE CONTRACTOR AND CONSIDERED SUBSIDIARY TO THE
| { MINIMUM DEPTH OF 12%, UNLESS OTHERWISE NOTED.
\ ; 20. ALL RADIl AND PAVEMENT ARE DIMENSIONED FROM THE BACK OF CURB UNLESS OTHERWISE NOTED. AW\
\ ; 23 NOT USED SN
i Y 21, ALL SIGNAGE IS PERMITTED SEPARATELY. o\ OF re ‘l.
| -~ 24 NOT USED contpe s
Lo y B3, 22. SITE LIGHTING IS TO BE INSTALLED WITH THIS PROJECT. THE OWNER WILL SPECIFY TYPE OF LIGHT FIXTURE AND POLE TO BE USED. SME LIGHTING IS
s {48 | . 25 NOT USED CONSIDERED TO BE A PERFORMANCE SPECIFICATION. CONTRACTOR SHALL REFER TO OWNER'S ELECTRICIAN ELECTRICAL PLANS FOR FINAL TYPES & LOCATION OF
. i . ALL SITE LIGHTING & CONDUIT ROUTING. CONTRACTOR IS TO FURNISH & INSTALL ALL LIGHT POLE BASES, CONDUIT WITH PULL STRING, WIRING, PULL BOXES,
\ 26 NOT USED TRANSFORMERS, PANELS AND ALL APPURTENANCES NECESSARY FOR PROPER OPERATION OF THE LIGHTING SYSTEM. CONTRACTOR TO RECORD LOCATIONS OF ALL ALFRED A. PAINE
P =~ | CONDUIT ROUTES. "
' b SANITARY 23. CONCRETE WASHOUT AREA(S) TO BE OVER EXCAVATED AND WASTE MATERIAL REMOVED & DISPOSED OF OFF-SITE PRIOR TO PROJECT CLOSEOUT. FILL AREA :
g, LUMITS OF PRBP 0SED BACK TO PLAN GRADE / EXISTING GROUND.
™ »
E:%;&Sgg DRIVE ! A DRAINAGE GHANNEL 27 EXISTING 12" SANITARY SEWER MAIN @ 0.3%. CONTRACTOR TO VERIFY DEPTH PRIOR TO CONSTRUCTION. 24, ALL TAPPING SLEEVES T0 BE SMITH-BLAR 665 SS W/ MJ VALVE.
P | Y R B A e VIR e | TN S oo e . INSTALL ~106 LF OF 4" PVC (SDR 26, ASTM D3037, GASKETED) SANITARY SEWER SERVICE, DEEP CUT
,,,,,,,,,,,,,,,, SEE SHEET C5.1 | ‘\'\‘ ; ;.(r) BABG%%?.&EED S“(I)IBH \\\ 28 CONNECTION, (AT 4' BELOW FlﬁlSHED FLOOR) © 1.0%. CAP AND) MARK END WITH 4" PVC PIPE PAINTED GREEN 25. PROPOSED FUTURE 15° PUBLIC UTILITY EASEMENT ALONG NORTH LINE OF TRACT TO BE DEDICATED BY SEPARATE INSTRUMENT FOR FUTURE ON-SITE
" 'FOR DETAILS | ; : “, EXTENDING 4' ABOVE GROUND. SEE CITY OF BRYAN STANDARD SANITARY SEWER SERVICE CONNECTION DETAIL PUBLIC WATER LINE EXTENTSION AT THE TIME OF FUTURE PHASE DEVELOPMENT.
s ! , %, S6-01.
; : I " .
; ] . INSTALL ~113 LF OF 4" PVC (SDR 26, ASTM D3037, GASKETED) SANITARY SEWER SERVICE, DEEP CUT .
g 2 N 2 CONNECTION, (AT 4' BELOW FINISHED FLOOR) © 1.0%. CAP AND MARK END WITH 4" PVC PIPE PAINTED GREEN GENERAL NOTES:
; \ EXTEl ' . ONNEC
! * Soor O 4 ABOVE GROUND. SEE CITY OF BRYAN STANDARD SANMARY SEWER SERVICE © TION. DETAL 1. ALL UTILMES AND SERVICE LINES SHOWN ARE TAKEN FROM BEST AVAILABLE RECORD INFORMATION BASED ON CONSTRUCTION UTILITY MAP DOCUMENTS
: s \ OBTANED BY CMIL ENGINEERING CONSULTANTS (CEC) FROM CITY & INDEPENDENT AGENCIES AND/OR ABOVE GROUND FIELD EVIDENCE. SHOWN POSITIONS MAY
PROPOSED 1 STORY BUILDING N . N\ 30 INSTALL CLEANOUT TO SERVICE LINE WITH PVC WYE. CONTRACTOR TO VERIFY DEPTH PRIOR TO CONSTRUCTION. NOT REPRESENT AS—BUILT POSITIONS.
, N INSTALL CLEANOUT COVER FLUSH WITH FINISHED GRADE.
s FINISHED FLOOR ELEVATION = 291.5 S\ * CONTRACTOR IS RESPONSIBLE TO REPORT ANY CONFLICTS BETWEEN PLAN AND ACTUAL CONDITIONS PRIOR TO CONSTRUCTION OF WORK ELEMENT AFFECTED.
e QBT I 11,900 SQUARE FEET 31 NOT USED OWNER AND ENGINEER SHALL NOT BE RESPONSIBLE FOR THE ACCURACY OR COMPLETENESS OF INFORMATION OR DATA RELIED ON TO DEPICT UNDERGROUND
- CITY OF BRYAN , . FACILITIES. CONTRACTOR IS TO CONTACT OWNERS OF ALL UTILITIES AND SERVICE LINES WITHIN THE PROJECT AREA AND NOTIFY OF INTENT AT LEAST 1 WEEK
o -t; L . PRIOR TO CONSTRUCTION. CONTRACTOR IS RESPONSIBLE FOR COORDINATING WITH FACILITY OWNERS. CONTRACTOR IS TO VERIFY THE EXACT LOCATION AND
VARIABLE WIDTH SANITARY S S, WATER VERTICAL POSITIONING OF ALL PIPELINES, EXISTING UTILITIES, AND SERVICE LINES WITHIN THE PROJECT AREA WHETHER SHOWN ON THE PLANS OR NOT, AT
SEWER EASEMENT (0.78 ACRE)” | N LEAST 48 HOURS PRIOR TO CONSTRUCTION. CONTRACTOR IS RESPONSIBLE FOR COORDINATING WITH FACILITY OWNERS AND ANY RELOGATION, REMOVAL, AND
. N . ; INSTALLATION, OR ADJU 0 ALL EXISTING F/ 0S| N OF THE WORK. CONTRACTOR IS TO AIN STRUCTURAL INTEGR
TRACT ONE / . 32 | EXISTING 12° WATER LINE. ASSUMED 5° BURY DEPTH. CONTRACTOR TO VERIFY DEPTH PRIOR TO CONSTRUCTION. OF ALL PIPELINES, ELECTRIC TRANSMISSION POLES AND LINES, PERMANENT AND TEMPORARY UTILITIES. CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE DONE
VOL. 7681, PG. 131 ! A 32A EXISTING 36 WATER LINE. MINIMUM 5' BURY DEPTH. CONTRACTOR TO VERIFY DEPTH PRIOR TO CONSTRUCTION. TO EXISTING UTILITY FAGILITIES, PAVEMENT, ETC. AS A RESULT OF CONSTRUCTION ACTMITIES.
w8 f / A CONTRACTOR TO CONTACT TEXAS811 & CITY OF BRYAN WATER SERVICES DEPARTMENT 96 HOURS PRIOR TO CONSTRUCTION. SPECIFIC ATTENTION SHOULD BE
sy 0 . * » .
,,,,,,,, T % g ' ! N 33 INSTALL 27 SMITH—BLAIR 665 SS TAPPING SLEEVE W/ SB 317 SS SADDLE & VALVE. PAID TO FRANCHISE UTILTIES AS WELL AS OIL AND GAS PIPELINE COMPANIES. SHOULD A CONFLICT ARISE BETWEEN THE PROPOSED CONSTRUCTION AND AN
N R ; > — EXISTING UTILITY, CONTACT CEC 48 HOURS PRIOR TO CONSTRUCTION.
N b R H £ 34 INSTALL 2"x2" TEE.
RN / 5\ 2. CONTRACTOR IS TO MAINTAN AND INSURE INTEGRITY OF ALL EXISTING UTILITIES. CLOSE ATTENTION IS TO BE PAID TO ANY EXISTING POWER, TELEPHONE, &
§> f ¢ | 35 INSTALL 2" TO 1.5” REDUCER. FIBER OPTIC LINES & POLES.
s t kS %
2 e g 7o S K 36 INSTALL TWO (2) 45' BENDS. 3. UNLESS OTHERWISE DIRECTED BY THE OWNER, ALL MATERIALS AND DEBRIS DEMOLISHED OR REMOVED SHALL BECOME THE PROPERTY OF THE CONTRACTOR
P i T ™ N, \ AND SHALL BE REMOVED FROM THE SITE AND DISPOSED OF IN A MANNER SATISFACTORY TO THE OWNER & ENGINEER.
I . / A 37 1.5" WATER METER FOR IRRIGATION. CONTRACTOR COORDINATE WITH CTY OF BRYAN FOR INSTALLATION OF METER.
P w ff i . FIRE APPARATUS .. = \ S WAE CTOR COORDINATE 4. CONTRACTOR SHALL PREVENT TRANSPORT OF SEDIMENT TO ADJACENT PROPERTIES AND PUBLIC RIGHT OF WAYS AND IS RESPONSIBLE FOR CLEANUP IF
-~ ” @ ‘; ' ACCESS RADIUS \ 38 1.5° WATER SERVICE FOR IRRIGATION. CONTRACTOR COORDINATE WITH CITY OF BRYAN FOR INSTALLATION OF SUCH OCCURS. CONTRACTOR IS TO INSURE NO CONSTRUCTION DEBRIS OR MUD IS TRACKED OR DISCARDED ON TO ANY PUBLIC OR PRIVATE STREETS OR LAND
P N ol ~, \ METER. AND IS RESPONSIBLE FOR SITE CLEANUP AFTER EACH DAYS WORK. CONTRACTOR IS TO MAKE USE OF BEST MANAGEMENT PRACTICES TO PREVENT SEDIMENT
PR N = \ FROM LEAVING THE SITE OR ENTERING EXISTING STORM SEWER OR CREEK AREAS. CONTRACTOR SHALL MAINTAN EROSION CONTROL THROUGHOUT
LONESTAR GAS COMPANY | ‘~—¢’{.;}:a...._. y 39 INSTALL BACKFLOW PREVENTER (DOUBLE CHECK VALVE) ON NEW IRRIGATION LINE. CONSTRUCTION PERIOD AND UNTIL GRASS IS ESTABLISHED.
] iy e ) ¥
” 25’ WIDE EASEMENT o o . \ 0 INSTALL APPROXIMATELY 2 LF OF 1.5" WATER LINE STUBOUT FOR IRRICATION LINES. CAP AND MARK END WITH 4" 5. CONTRACTOR IS TO BROADCAST SEED ALL DISTURBED AREAS FOR RE~ESTABLISHMENT OF VEGETATION WITH GRASS SEED MIX AS INDICATED IN THE SWP3
T VOL. 327. PC. 549 L % ' S ~o 3 PVC PIPE PAINTED BROWN EXTENDING 3' ABOVE GROUND. PLAN OR LANDSCAPE PLAN (DEPENDING ON LOCATION). CONTRACTOR TO DISK AREAS TO BE SEEDED TO A DEPTH OF 6. CONTRACTOR TO GUARANTEE
- . , PC. 348 1 NY J TSTw -~ - /) -~ . ~ o \ COVERAGE AND ESTABLISHMENT OF GRASS FOR A PERIOD OF 6 MOS. COVERAGE SHALL BE DEFINED AS 95X OF THE PLANTED AREA WITH UNIFORM COVERAGE
EXISTING SANITARY // CURRENT ZONING: PD-I L N \\ 41 NOT USED. OF GRASS GREATER THAN 1" IN HEIGHT WITH NO BARE SPOTS GREATER THAN 2 SF.
SEWER MANHOLE ” (PLANNED DEVELOPMENT INDUSTRIAL) S N AN 42 1.5" WATER SERVICE METER. CONTRACTOR COORDINATE WITH CITY OF BRYAN FOR INSTALLATION OF METER. 6. LIMITS OF WORK: CONTRACTOR IS TO CONFINE ALL WORK TO OWNER'S PROPERTY. NO CONSTRUCTION ACTVITY IS ALLOWED ON OR THROUGH PRIVATE
FL IN=275.08 . . PROPERTY UNLESS COVERED BY A PUBLIC UTILITY EASEMENT OR OTHER DOCUMENTED AGREEMENT.
i . _F =275. ~ 43 INSTALL ~145 LF OF 1.5" WATER SERVICE LINE. REFER TO CTY OF BRYAN STANDARD TAP DETAL W6—~02.
- FL OUT=275.04 2%, TE 7. CONTRACTOR SHALL BE RESPONSIBLE FOR THE CONTAINMENT AND PROPER DISPOSAL OF ALL LIQUID AND SOLID WASTE ASSOCIATED WITH THIS PROJECT.
- L(?;i' ‘I,g BA'&oRCé 1 N 44 INSTALL ~151 LF OF 1.5° WATER SERVICE LINE. REFER TO CITY OF BRYAN STANDARD TAP DETAL W6—02. THE CONTRACTOR SHALL USE ALL MEANS NECESSARY TO PREVENT THE OCCURRENCE OF WIND BLOWN LITTER FROM THE PROJECT SITE.
4.1 = “~ 8. FIRE SPRINKLER SYSTEM — POTABLE WATER SUPPLY MUST BE PROTECTED BY TESTABLE DOUBLE CHECK VALVE ASS AND |
. , ) - NST
; 100 YR PEAK FLOW = 188 CFS —T [ \ 45 | Nor usep. OROINANGE. CTED EMBLY AND INSTALL AS PER CTY
i Y'EA EAK = 4 " |-
: 100 YEAR PEAK VELOCITY = 5.37 FT/S II 46 INSTALL 6" SMITH-BLAIR 665 SS TAPPING SLEEVE W/ MJ VALVE FOR FIRE HYDRANT LEAD. 9. POTABLE WATER PROTECTION — ALL DDEVICES, APPURTENANCES, APPLIANCES, AND APPARATUS INTENDED TO SERVE SOME SPECIAL FUNCTION, AND THAT
L s \ p INSTALL STANDARD BRYAN FIRE HYDRANT ASSENDAY WITT APEROXVATELY 65 LF OF L AND ALL REGURED CONNECTS TO THE WATER SUPPLY SYSTEM, SHALL BE PROVIDED WITH PROTECTION AGAINST BACKFLOW AND CONTAMINATION OF THE WATER SUPPLY SYSTEM.
. L S | ) APPURTENANCES. SEE SHEET C5.2 FOR PLAN AND PROFILE OF FIRE HYDRANT LINE. B
7 '».\
if’ s : / 48 NOT USED 3
/ AN | /. 0 INSTALL IRRIGATION SLEEVES (2-4" PVC—SCHED 40) EXTEND 3' BEYOND BACK OF CURB OR EDGE OF PAVEMENT.
. / oy T~ CAP & MARK ENDS WITH 4" PVC PAINTED BROWN EXTENDING 3’ ABOVE GROUND
~ ; -, - .
, / S ) ATMOS GAS UTILITY DEMANDS: PARKING ANALYSIS:
7
Y / A WATER & SANITARY SEWER DEMANDS: PARKING SPACES REQUIRED:
3 { \ -
L / \ CONTACT LUIS CISNEROS WAREHOUSE & ENCLOSED STORAGE: — 1 SPACE / 600 GFA
S~ \ (PH:979-774-2506, EMAIL: LUIS.CISNEROS@ATMOSENERGY.COM) WATER: TOTAL SPAES %‘Z‘QL{leg°FgR2$wgP§85_%£gg BUILDING ¢
M FOR EXACT ROUTING, MATERIALS, DESIGN, & LOCATION. SEEEA%EMRE‘%AND AVERAGEDEX 14.400 GPD (10 GPM) . 0
. MAND i
L Zag 50 EXISTING ATMOS GAS LINE. PEAK DEMAND . SPACES‘SI'AEDMARVDm OED: 38 (@)
T, T L s : @
Rt "‘“’ T SANITARY SEWER: "y
2 52 | NoT useD MDED: (/)]
S_mwu% va,m\ AVERAGE DEMAND TOTAL SPACES PROVIDED 40 - §
Ay ~ PEAK DEMAND ...... -
. T ELECTRICAL PEAK DEMAND ....oovveerenreereecraensssnsesssnssssnssneees
_ n .-| _ > 20, — *THERE WILL BE NO MORE THAN TWO (2) EMPLOYEES -
= {} {1l {1 }F——= T A IR e WORKING AT THE BUILDING AT ANY GIVEN TIME DURING THE
e, - . 100 YEAR FLOODPLAIN - NOTE: DEMANDS BASED ON HISTORICAL DATA FOR WAREHOUSES OF
e P e = CONTACT BRANDON CHARANZA (PH: 979-821-5784) @ BTU FOR EXACT REQUIREMENTS. SIMILAR SIZE AND. USE. WORK DAY, THEREFORE ONLY THREE (3) SPACES WILL BE O
e g - % ’ —-ﬂ.“?é?e\\ T — CONSTRUCTED PER BUILDING AT THIS TIME. THE THREE _J >:
P s e %‘%% NS T 53 INSTALL ~180 LF PRIMARY ELECTRIC CONDUIT (3—2" GRAY SCHED. 40 PVC W/ PULL STRINGS & END CAPS). © SPACES WILL CONSIST OF TWO (2) REGULAR SPACES AND Ll
~ L ~_ . - # BURY (TO BE PULLED BY BTU). ONE (1) ADA SPACE PER BUILDING. v z
e i 3, " -t z
~ \</ - B, -~~ 54 NOT USED § o O -
- P mv"““"“\n et v, .
A 7 - T “«»\? e 55 INSTALL ELECTRICAL TRANSFORMER PAD PER BTU SPECIFICATIONS. SPECIFICATIONS TO BE DETERMINED. INDICATES PARKING SPACE COUNT < - O
s w,J'” . e
R 7 e N ol e 56 ELECTRIC METER © TRANSFORMER, INSTALLED BY BTU o (11| 0.
I ’ o R o
S S/ o N . T 57 INSTALL ~57 LF SECONDARY ELECTRICAL CONDUIT. ONE (1) 4" SCHEDULE 40 ELECTRICAL CONDUIT © 4’ BURY - ) (11 24
“~..100 YEAR FLOODWAY T 4«5»,3,% R (TO BE PULLED BY CONTRACTOR). INSET A < < |_ O
A g e SN o ——
PR e ~ S ss INSTALL ~105 LF SECONDARY ELECTRIC CONDUIT. ONE (1) 4" SCHEDULE 40 ELECTRICAL CONDUIT © 4’ BURY (TO (NOT TO SCALE) 0 I ;= 5
- - e ~ - 262 S BE PULLED BY CONTRACTOR). - (/)]
B, e ,// ) D T T o m
S~ e L, UL ~ . — 59 NOT USED (7))
- ¢ et R
,,,/'"/ ,ﬁw”"/l -~ ~ T e, :
e S e VERIZON & SUDDENLINX 0 5‘
wwwwwwww T T e o N e CONTACT BRENDA VAJDAK (PH: 979-821-4770) @ VERIZON FOR EXACT REQUIREMENTS. INSTALL < AevelopdEnt
It //w«’ e T T T \,\ ~ Tl 2—4" PVC VERIZON CONDUIT @ 36" BURY. Z Servic
e Jp—— ~ T -
-t P e ™ \% ~ CONTACT DAN AUGSBURGER (PH: 979—-595-2429) @ SUDDENLINK FOR EXACT REQUIREMENTS. < SEP 0 7 2016
o e ‘7‘% \*».% N SUDDENLINK CONDUIT TO FOLLOW VERIZON ROUTE. INSTALL 2-—-2" PVC CONDUIT, MIN. 30" BURY, 2 i
—— O e ~ £4 T, : PROVIDE MIN. 9" VERTICAL SEPARATION BETWEEN CROSSING UTILITIES. .
\ Vd “ x% %l\ T ‘ J -
_— / - ~— o AN . T~ | eo-80 |reservio REC E Y} E
/ \ T —— N 2% AN
-~ Y G, .
~—~_ 4 . FIRE COVERAGE ANALYSIS . 7))
] “««.‘«%N .
T~ \ o BUILDING SAUARE | M REQD Y MIN. REQID |y ppanTs
CURRENT ZONING: A/O \ \\ DESIGNATION FOOTAGE FIRE FLOW | # OF FIRE PROVIDED SHEET NO.
(AGRICULTURAL-OPEN) i?gg AN \ (sf) (gpm) | HYDRANTS : - .
~ 4 ) .
JOHN BOEGNER, ET UX S v | ============================== == === == - .
CALLED 19.000 ACRES N 3 -
VOL. 10074, PG. 175 \ \ TYPE IIB 11,900 1,500 1 1 _ . -
k)
~ *NO PORTION OF ANY BUILDING IS MORE THAN 150’ FROM THE FIRE LANE. SEE SHEET C6.2 T e
\\ \ FOR FIRE COVERAGE EXHIBIT. T e e




